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TOOL AND INDUSTRIAL PRODUCTS 


Wilton Corporation provides the highest quality industrial products for your plant. 


Wilton’s leadership in industrial vises and C-clamps is based on innovation. We build more features, performance and value into every 
product we sell. Our industrial line products give you more design features than any others, and yet are priced competitively. If you want 
the best tool for the job and the best value for your money, specify Wilton. 


Your Industrial Distributor backs them with product knowledge and experience. 


Wilton products are sold only through industrial distributors, which are another added value to our line. Your local industrial distributor is an 
application pro. He not only sells products, he applies them to solve service and production needs. He’s a dependable source of supply 
because he stocks a wide variety of Wilton tools. When you need the right tool for the job, he has it ready for delivery to meet your tool 
requirements. 


Your first source 


# NMTBA 
“<< The Association For nahonal 
Manufacturing Technology INDUSTRINL 


Wilton Industrial Distributor Partners In Productivity 


BENCH VISES 


MACHINISTS' VISES @ 60,000 PSI tensile Swivel Stationary Swivel Stationary 
ductile iron body Base Base Base Base 
@ Hardened steel. ma- Catalog UPC Catalog UPC Jaw Throat Maximum Shipping Shipping 


: . : Number Number Number Number Width Depth Opening Wt.Lbs. Wt. Lbs. 
chine serrated jawiih= eS 


serts 250S 10001 250N 10046 2%" = 17s" 3 13 11 
‘4 3005 10006 300N 10056 3" — 2%" 43/4" 28 24 
e ane ei 350S 10011 350N 10066 3's" 2%" 51/4" 42 35 
tion-free design 400S 10016 400N 10076 4" 31/2" 61/2" 61 52 
@ Extra deep throat 450S 10021 450N 10086 4%" 4" Tle" 72 63 
® Straight-line design 500S 10026 500N 10096 5° 41/4" 8" 96 86 
600S 10031 600N 10106 6" 5/2" 10" 154 142 
@ 5 year guarantee B00S 10036 B800N 10116 8" 51%" 12" 240 227 
@ Double lock down SS. 
swivel base 
@ Large anvil surface 
COMBINATION PIPE AND BENCH VISES Catalog UPC Jaw Pipe Throat Maximum Shipping 


@ Straight-line design Number Number Width Capacity Depth Opening Weight Lbs. 


Self-centering pipe C-0 10200 312" "Ye" - 2'/0" 4'/2" 4" 52 


jaws C4 102254" at B's" 8" 6 77 
way ee s«'10250—S tle 4'/o" Bi" zr 115 
Hardened steel jaw —~=¢3 10275 6 %/"- 6" 6s" 9g" 206 


e 

® 

inserts 

@ 5 year guarantee 

@ Completely enclosed 
design 

@ 60,000 PSI tensile 
ductile iron body 

@ Meets all government 

specifications 


2 See Safety Information on Page 22. 
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BENCH VISES 


WEATHERPROOF VISES Catalog UPC Jaw Pipe Throat Maximum Shipping 
: - ; ; ; Number Number Width Capacity Depth Opening Weight Lbs. 
@ Specially painted rust in- es aan a ae = ; i 
Peer oe 2 8 - 2 2 
hibiting finish for outdoor —qwas = i0500 "fe" = 312" 4) 6" 49 
use 
@ Same design features 
and strength as machin- 
ists' or combination vises 
es 
TRADESMAN VISES a Catalog UPC Jaw Pipe Throat Maximum Shipping 
General Purpose or @ 60,000 PSI ductile iron Number Number Width Capacity —Depth Opening — Weight Lbs. 
i body parts ee MNO 
Maintenance Shop e tae leew steel jaw ine 204011340 4" fa" = 20" 3/4 4" 33 
J 2050 11350 5" 3g" - 3" 33/4" 5" 49 
serts, machine serrated 2060 11360 6" 9a" = 31/2" 4" 6i/2" 70 
@ Enclosed design SS 
@ Round, lathe-turned slide 
bar 
@ Straight-line design 
@ Large anvil surface 
ee eT ee 
UTILITY WORKSHOP VISES Catalog UPC Jaw Pipe Maximum Shipping 
; Number Number Width Capacity Opening Weight Lbs. 
Designed for the profes- a ae ae ee 
. 2 2 By = 
sional craftsman 644 11400 4" fe" = 24/2" 5" 35 
Serrated steel, replace- 645 11500 5" ‘Ya ~ 2/2" 51/2" 44 
able jaw inserts 646 11600 6" "Ye" - 3" 6" 66 
. a Se 
180° swivel base 
Use for utility and light 
duty applications 
' ee 
WOODWORKER'S VISES Catalog UPC Jaw Type of Maximum Shipping 
@ Tamper-proof, injury- Number Number Size Nut Opening Weight Lbs. 
prool jaw design Ae 13650 4"x7 Cont S 9 29 
i ‘ eh ontinuous Screw " 
Semi-steel casting adds ay 13750 4"x7" Rapid Acting Q" 29 
strength at stress points 10" VISE 
All moving parts lifetime 62A 13275 4" x 10" Continuous Screw 12" 38 
‘ 64A 13350 4"x 10" Rapid Acting 12" 37 
lubricated 7" x7" VISE 
1 year guarantee 76A 13000 7x7" Continuous Screw 9" 30 
Aluminum handles 77A 13025 7x7" Rapid Acting 9" 30 


DRILL PRESS VISES © Ruggeddesignandextra 


workload capacity make 
the 1000 and 1100 series 
vises perfect for difficult 
reaming, drilling and tap- 
ping operations 
Precision machining on 
model 25 permits addi- 
tional mounting positions 
Model 30 utilizes fine 
pitched Acme-threaded 
screws with hexagonal 
heads for tight clamping 


Catalog UPC Jaw Throat Maximum Shipping 
Number Number Width Depth Opening Weight Lbs. 
Conventional 
1035 12450 3"/2" 19/4" 4'4" 9 
1045 12500 4'/2" 17s" 43/4" 19 
1060 12550 6" 2"/8" 63/4" 28 
Rapid Action 
1135 12650 31/2" 13/4" 4'/4" 9 
1145 12700 4'/2" 17/6" 4/4" 19 
1160 12750 6" 2"/8" 65/4" 28 
Utility Standard 
25 12800 2/2" 1/2" 29/16" 6 
30 12860 3 19/4" 3'/s" 10 
Utility Angle 
25A 12850 2"/2" 11/2" 2" 2" 12 
30A 12870 3" 19/4" 31/8" A? 


mT, 


See Safety Information on Page 22. 3 


VERTI-LOCK AND MILLING MACHINES 


MILLING MACHINE VISES Catalog UPC Jaw Throat Maximum Overall Shipping 
Number Number Description Width Depth Opening Height Weight Lbs. 
@ Ideal for milling, tapping 59s = 12365 Milling Vise. 5" te" Sia" BIN 37 
and drilling applications w/swivel base 
e@ Base graduated in fine 60S 12370 Milling Vise 6" 17/s" 43/3" 58/16" 58 


pitch for accurate set up mise Dats 


@ Mainscrew has fine acme 
thread 
@ High-carbon steel jaws 


VERTI-LOCK® @ 5 Models to meet your application 4" MODEL 1240N - 32 Lbs. 


MACHINE VISES ——@ Needle thrust bearing [—__DeNSiONS [WAX CAPAGTES 


; : er 
© Swivel base calibrated in 1 increments A POoDOEOFGUNIliIG: 3s 4 
@ High tensile ductile alloy casting 

Movable jaw plates four-way clamping 4 12%16 53/4 35/8 1"/e 4'/4 10/3 13/8 | 4 5'5/t16 B%16 10'/2 


8 
@ No jaw lift or workpiece tilt |__| DIMENSIONS | EXTENSION ABOVE JAW* 
© 


Flat bed parallel to .0001 per inch JAW Yeand ‘/s 
PLATES 6X 14x 4/16 “Extension change by 


Z turning plate end for end 
Gal ee ca 
“ur cil a z JAW HOLE Js A2. Vise Tapped 


POSITIONS 
5" MODEL 1250N - 50 Lbs. 6" MODEL 1260N - 75 Lbs. 


Swivel Base Swivel Base 4S-13 Lbs. 


A B C DEF GHij1 2 3 4 A B C DE F GHyj1 2 3 4 


4 
a . ° L 5 14 7 3%6 18/8 41/4 10%4 1/8 | 4'/4 Blo M4 12 6 16%4 8's 4% 1/2 52 12% 18% | 52 8 12 14'/2 


| 


slats oa JAW 3/6 and */16 JAW ‘/4 and 3/3 
Clamping in 4 Positions PLATES fax 1/2 x 51/6 *Extension change by PLATES ax 13/4 x 6'/s *Extension change by 
turning plate end for end turning plate end for end 
JAWHOLE Je» A3.110 Vise Tapped JAW HOLE | -+.- Vise Tapped . 
POSITIONS |. B._ .827 The - 14 POSITIONS 'e- 13 
ACCESSORIES Swivel Base 5S-20 Lbs. Swivel Base 6S-30 Lbs. 
pi arin 8" MODEL 1280N - 145 Lbs. 10" MODEL 1210N - 300 Lbs. 
360° rotation via two 180° scales 
Part No. 4S for 4" Vise 
Part No. 5S for 5" Vise A BBCODE F GHiyt 2 fF 4 A BCODBEF G@Hiy12 3 4 
Part No. 6S for 6” Vise B 21% 11 56 2 7 15% Qe | 72 10% 15% 18%] | 10 27% 13% Ye 22 Om - - [9% 14 19% 24% 
Part No. 8S for 8" Vise 
| DIMENSIONS | EXTENSION ABOVE JAW: | |_| DIMENSIONS | EXTENSION ABOVE JAW* 
i cua JAW "le and 7he JAW "pand ‘a 
quiess accurate Posonng PLATES | 1'sx2%/«x 8's “Extension change by PLATES | 1%x3x 10's *Extension change by 
Part No. 121124 for 4" Vise turning plate end for end turning plate end for end 


JAW HOLE Jo. A5.748 Vise Tapped 
PosiTIONS |. = B 1.614 34-10 


Part No. 121125 for 5" Vise JAWHOLE |... . A4.764 Vise Tapped 
Part No. 121126 for 5" Vise POSITIONS BS B 1.220 5Ia- 14 
Part No. 121128 for 8" Vise 


Swivel Base 8S-80 Lbs. 


COORDINATE MILLING TABLES Manual 510456 510790 
A r n horizon- Working surface 225/16" x 97/16" 1773/30" x 97/16" 
ba t ial ale 66 { ‘ - Longitudinal feed 14%/64" 105/64" 
al plane . Crossfeed 6"/s" 6's" 
@ Lead screw accuracy Length of bedplate 10'%/ce" 10'/64" 
of .0005" per inch Width of bedplate 97/30" 97/32" 
2 5 i J" 4Jo" 
@ ‘/2"T-slot with exterior Total Height ae ve 
: T-Slots Ie "Ye 
oil groove Shipping Weight Lbs. 123 104 
4 See Safety Information on Page 22. 


VISE ACCESSORIES 


MAGNEFIX JAW CAPS @ Designed to protect both the vise jaws and the workpiece from 
& Magnetic Protective Jaw Caps marring or deformation during any clamping application 
@ Caps are constructed from a hardened aluminum alloy with two 


built-in circular permanent magnets on the backside which hold 
the product securely to the vise 

Caps are magnetic towards the vise side to prevent steel filings 
from attaching themselves to the jaws 

Clamped part will not be magnetized 

Right-angled and surface parallel to fit any vise type, including 
machine and bench vises 

Use in production and assembly operations 

Available in five different models: standard aluminum, prism, 
rubber, fiber and felt 


Catalog UPC Jaw Shipping 
Number Number Width Weight Lbs. 


Standard Aluminum Magnefix Jaw Caps Model A - Standard Aluminum Magnefix Jaw Caps 
@ 6 groove design holds uneven workpieces A-3 14826 3" "4 
@ Deep V-groove clamps circular workpieces A-3.5 14827 31/2" ‘V3 
@ Use with Rubber Jaw Caps to clamp taper pins and wedges A-4 14828 4" "3 
A-4.5 14829 4'/2" 1/3 
A-5 14830 5" 3 
A-6 14831 6" ‘Ye 
Fiber Face Magnefix Jaw Caps Model F - Fiber Face Magnefix Jaw Caps 
@ Aluminum alloy with laminated fiber cover to prevent the absorption F-3 14832 3" 4 
of outside materials F-3.5 14833 3'/2" "3 
@ Heat resistant F-4 14834 4" 1/3 
@ Use on workpieces to avoid deformation and clamping marks F-4.5 14835 4'/2" 1/3 
F-5 14836 SF 1/3 
e ; F-6 14837 6" ‘fp 
Rubber Face Magnefix Jaw Caps Model R - Rubber Face Magnefix Jaw Caps 
@ Jaw construction includes a 120° horizontal V-groove, 3 vertical R-3 14838 an 1/3 
V-grooves and a 90° groove for marking out and center punching R-3.5 14839 31/2" 1/3 
@ ideal for light tapping and thread cutting applications R-4 14840 4" 1/3 
@ Capable of clamping a block of material in a vise to be utilized as a R-4.5 14841 4}/2" 1g 
surface plate for light duty work R-5 14842 5" "9 
R-6 14843 6" ‘2 
Face Magnefix Jaw Caps Model P - Prism Magnefix Jaw Caps 
@ Aluminum alloy with synthetic rubber covering P-3 14844 3" "4 
@ Jaw Cap conforms to workpiece and grips firmly without slipping P-3.5 14845 31/2" "3 
@ Designed to prevent cushioning during use P-4 14846 4" "3 
@ Use in combination with Aluminum and Prism Jaw Caps to clamp P-4.5 14847 4'/2" Wa 
taper pins or tapered workpieces P-5 14848 5" '/3 
P-6 14849 6" ‘i 
Felt Face Magnefix Jaw Caps Model T - Felt Face Magnefix Jaw Caps 
@ Aluminum alloy with felt cover T-3 14850 3" 4 
@ Use when clamping soft materials such as plastic, copper and brass T-3.5 14851 3i/2" "3 
@ Also ideal for clamping delicate workpieces or non-metallics and T-4 14852 4" ue 
composites T-4.5 14853 41/2" 13 
@ Holds firmly without cracking, breaking or marring the workpiece T-5 14854 5" "3 
T-6 14855 6" ‘2 
COPPER JAW CAPS @ Designed to avoid Catalog UPC Jaw 
marring the surface of Number Number Width 
softer metals and to 42" sige ae 
protect jaw faces 404-3 94403 3" 
@ Polished faces and 404-3'/2 24404 31/0" 
pliable copper exten- 404-4 24405 4" 
sionsallowasure-grip 404-4" 24406 Ate" 
404-5 24407 5" 


fit on any make vise 
@ Made to fit any vise 
size 


404-6 24408 6" 


See Safety Information on Page 22. 5 


C-CLAMPS 


400 SERIES High strength, high-tech 

Most Popular Wilton design 

C-Clamp Regular duty, extradeep 
throat 


Drop-forged steel frame 
Perma-Pad®, guaran- 
teed not to come off 
Spindles are hardened 
throughout 


Minimum Shipping 


Catalog UPC Throat Spindle Proof Test Weight 

Number Number Capacity Depth Diameter Lbs. Lbs. 
402 14214 0" - 2'/s" 2"/4" S16" 3500 15/s 
403 14228 0"- 3" 2"/2" She" 3500 2/4 
404 14242 0" - 41/2" 31/4" 3/4" 6200 37/4 
406 14256 0" - 61/16" 4'/5" 3/4" 6900 5'/e2 
408 14270 0" - 81/4" 5" 3/4! 6600 67/s 
410 14284 2"- 10"/s" 6" 3/4" 8000 10%/4 
412 14298 2" 121/4" 65/16" 7/6" 9300 14°/s 


800 SERIES @ Regular duty, standard Minimum Shipping 
throat Catalog: UPC Throat Spindle Proof Test + Weight 
@ Drop-forged steelframe Number Number Capacity Depth Diameter Lbs. Lbs. 
° bee genie ’ ae a 802 14714 o"-2" 13/6" 6" 2700 11/4 
teed not to come o 803 14728 ~—Ss(O"-3" 15/6" S/o" 3000 151 
@ Lifetime lubricated 804 14742 0" - 4" 25/16" 5/e" 3700 27s 
spindles of through- 806 14756 0" - 6" 25/16" 5/8" 4500 3/s 
808 14770 2" -8" 37/6" 3/4" 5200 6%/a 
hardened steel 810 14784. 1'h"-10" 33)" 34" 6000 82/4 
812 14798 1'/s"- 12" 37/8" 3/4" 8000 12 
4400 SERIES \ @ Regular duty, square Wikname  -Skioning 
sg throat ; Catalog UPC Throat — Spindle Proof Test Weight 
; @ Extra clamping depth Number Number Capacity Depth —_ Diameter Lbs. Lbs. 
" es A Oo, 
@ 6"and i at acdi 37% aaga—14350—~SCO 4" 4" 3" 4100 4%) 
more throat dept 4406 14375 0" -6" 5" 3/4" 5400 65s 
@ Forged steel frames 4408 14400 2"- 8" 6" 54" 5900 10'/2 
@ Through-hardened 
spindles with Perma 
Pad® swivels 
SLIPNOT SERIES . eat duty, square Minimum Shipping 
400SE and 4400SE roa Catalog UPC Throat Spindle ProofTest Weight 
@ Regularduty,extradeep Number Number Capacity Depth Diameter Lbs. Lbs. 
throat Regular Duty Extra Deep Throat 
@ Hold rounds, squares, = 492SE = 15978 =~" 2/e" 25/6" Og" 3500 15 
and angles 403SE 15979 0"- 3" 2'/o" 5jg" 3500 24 
@ Grooved anvil and ser- 404SE 15980 0" - 47/s" 3'/4" 3/4" 6200 3/4 
: 406SE 15981 0" - 6/16" 4/9" 34" 6900 52 
rated di i tO BSE 15982" Bie 5" 3 6600 6s 
provide secureciaMpiIng = 4j9SE_— 15983 2" 108" 6" 344" 8000 10"/4 
@ Drop-forged steel 412SE 15984. "-12'%6" Bie" 7/3" 9300 14% 
frames Regular Duty Square Throat 
( } Perma-Pad® guaran- 4404SE 15986 0" - 4" 4" 3/4" 4100 4°/g 
, 4406SE 15987 0"-6" 5" 3j4" 5400 65a 
teed not to come off 4g08SE 15988 2" 8" 6° 3)" 5900 102 


SERIES 100 @ Ideal for heavy indus- 
Heavy Duty trial and construction 
work 


. ,  @ Frames forged from 

Ps special quality carbon 
steel 

@ Spindles formed from 

single pieces of bar 

stock 

Fine thread 

Equipped with Perma- 

Pad® swivels 


Minimum Shipping 


Catalog UPC Throat Spindle Proof Test Weight 

Number Number — Capacity Depth Diameter Lbs. Lbs. 
102 14114 0"- 2" 1/2" S16" 7500 13/4 
103 14128 0" - 3" 2 5/e" 8750 3 
104 14142 0" - 4" 22/8" 3/4" 10000 Bia 
106 14156 2" - 6" 2/2" 3/4" 11250 6%/s 
108 14170 4" - 8" 25/3" 3/4" 12500 Tle 
110 14184 6"- 10" 23/4" 3/4" 13750 Bia 
112 14198 8" - 12" 27/8" 3/4" 15000 117s 


6 See Safety Information on Page 23. 


C-CLAMPS 


SERIES 0 Minimum Shipping 
Extra Heavy Duty Catalog UPC Throat Spindle Proof Test Weight 
Number Number Capacity Depth Diameter Lbs. Lbs. 
@ Eachscrew machined 
f a , 2 14510 5/4" - 2/5" 19/4" 3a" 12500 4/4 
rom a single piece of 3 14519 t/a" - 35/6" 25/6" 7/3" 16250 an 
alloy steel, hardened 4 14528 tip" - 4i/p" 23/4" 7he" 20000 10°/4 
and tempered 5 14537 2/2" - 5i/o" 31/3" 7/3" 23800 131/4 
© Avallabl pare h full 6 14546 15/a" - 6/2" 3/e" 1/3" 27500 18 
vailable with fu 8 14555 3°%"-8'o" 8" 1"/" 31250 25%/4 
closing spindles 10 14564 5¥/a" - 10"/2" 4/3" 1/8" 35000 32/2 
@ Fine thread 12 14573 7'/e" - 12/4" 4\/2" 13" 40000 41"/4 
@ Shipped bulk and fin- oF. 14509 0" = 3)" 19/4" 3j9" 2800 ‘lb 
ished in grey lacquer __1F.C. 14518 0" - 17/16" 1"/e" he" 5600 1 
WeF.C. 14527 0" - 17/3" 15/6" 5/e" 8750 2 
2F.C. 14536 0" - 23/2" 19/4" 3a" 12500 4'/4 
3F.C. 14545 0" - 3°" 23/5" 7)" 16250 7s 
4F.C. 14554 0" - 41/2" 23/4" 7)" 20000 10% 
5 F.C. 14563 0" - 51/2" 31/5" 7/9" 23800 13% 
6F.C. 14572 0" - 6/2" 3/5" 1/3" 27500 18'/0 
8F.C. 14581 0" - 8/2" 41/5" 1/3" 31250 26/2 
10 F.C. 14590 0" 10"/2" 41/6" 1" 35000 33'/4 
12 F.C. 14599 O"- 12'/4" 4\/2" 1/0" 40000 42/4 
540 SERIES @ High tensile ductile al- Minium 'Shloping 
Carriage Clamps loy casting Catalog UPC Throat Spindle Proof Test Weight 
@ Hardened steel Number Number Capacity Depth Diameter Lbs. Lbs. 
spindle 540-22 14700 0" - 21/2" 15/6" "fo 1300 1% 
@ EquippedwithPerma- 540-3 14702 0*~3" 1°)" ‘e" 1800 12 
Pad® swivels 540-4 14704 0" - 4" 2'/5" 5/e" 2600 2"e 
540-6 14706 0" - 6" 23/4" Sj" 2800 34 
@ Recommended for — 54.8 = 447080" 8" 3/2" 3 3000 5 
normalworkloads, not 540-10 14710 2"- 10" 3a" 34" 3800 67s 
requiring extra deep 540-12 14712 4" - 142" 4" 3/4" 5000 8'/2 
throat 
WELDERS CLAMPS Minimum Shipping 
Catalog UPC Throat Spindle Proof Test Weight 
@ Anti-splatter Number Number Capacity Depth Diameter Lbs. Lbs. 
@ Designed forstrength  802-P 14715 0" - 2" 1/16" 6" 2700 Vi 
803-P 14729 0"-.3" 115/;6" 9/6" 3300 15/6 
and economy B04-P = 14743." 4" ig" sje" 3700 2 
@ Copper plated 806-P 14757 0" -6" 2'5/6" 5/a" 4500 Is 
: 808-P 14771 org She" 34" 5200 65/4 
spindle and pad ; 810-P 14785 1'/o"- 10" 3)" 34" 6000 85/4 
@ Guaranteed against = g12.p 14799 1"/s"- 12" 37/5" 344" 8000 12 
breakage . 540-2'/2P 14800 0" - 2/2" 15/3" "Yo" 1300 15/3 
@ 4 different designs 540-3P 14802 ora" 1/6" '/p" 1800 1 
540-4P 14804 0" - 4" 2'/6" 5/g" 2600 2"/g 
540-6P 14806 0"-6" 23/4" 5/a" 2800 3M 
540-8P 14808 0"- 8" 3""/30" 34" 3000 5 
540-10P 14810 2"- 10" 35/5" 34" 3800 6's 
540-12P 14812 4" = 12" 4" 3/4" 5000 8'/p 
402-P 14215 0" - 2/6" 25/16" 9/6" 3500 15/a 
403-P 14229 0"- 3" 2\/p" 5/g" 3500 2"/4 
404-P 142430" 476" 31/4" 34" 6200 3/4 
406-P 14257 0"- 6/6" 4/0" 2/4" 6900 5'/2 
408-P 14271 0" - 83/6" 5" 3/4" 6600 67/8 
410-P 14285 2"- 10'/s" 6" 3a" 8000 10's 
412-P 14299 2"- 123/16" 6/6" 7/e" 9300 14% 
4404-SEP 15989 0"- 4" 4" 34" 4100 4%) 
4406-SEP 15990 0"-6" 5" 3" 5400 65/5 
4408-SEP 15991 2" - 8" 6" 34" 5900 10'2 
See Safety Information on Page 23. 7 


C-CLAMPS 


LIGHT TO MEDIUM DUTY CLAMPS Quantity Shipping 
Catalog UPC Throat Spindle Per Weight 
4 Number Number  Capaci Depth Diamet Pack Lbs. 
@ Ductile iron frame, peer E i 
ribbed to resist strain Regular Throat 
and deliver maximum 532 14813 2 1 5/16 12 3'/2 
542 14814 2'o" 13/0" 3a" 12 6 
strength : oe a7 
5 543 14815 3 13/8 he 12 8 
@ Steel screws with full — Medium Throat 
standard threads and __ 531 14816 " 11/6" "Va" 12 2N/4 
conventional, sliding 533 14817 1"/2" 1/2" Ae" 12 3"le 
T-handle 544 14819 2'/o" 2'/e" 3/a" 12 11 
: Deep Throat 
@ Steel swivel pads are 536 14820 " 31/3" tla 12 31/2 
securely fastened to = 537, 14821 1h" 31" 5)" 12 5s 
the screw and adjust 545 14822 2'/o" 43/4" 3)" 6 23 
freely to desired posi- 546 14823 2iie" 61/4" 5" 6 28 
y p 
tion | 
@ Plated, rust-proof | 
parts 
STEEL BAR CLAMP FIXTURES 
Catalog UPC Screw Clamp Clamp Sets Shipping 
Number Number Diameter Face Per Pack Weight Lbs. 
@ Clamp foot with hard- 500 14824 5 13/0 12 34 
ened, multiple disc 520 14825 "fo" te" 12 20 | 


clutch grips the pipe 
automatically at any 
point 

@ Secure holding power 
and easy release 

@ Cold drawn steel with 
smoothly cut square 
threads 

@ Attractive, red baked 
enamel finish 


@ Rapid action 
BAR CLAMPS e Peat urpose Catalog UPC Throat Shipping 
clamp eine dorlight Number Number Capacity Depth Weight Lbs. 
duty use = we fe a : 
. = 4 
@ Slip-proof notched, 5024 50244 0" - 24" 43/4" 42/5 
hardened steel bar 5040 50400 0" - 40" 48/4" 64 


@ Protective caps pre- 
vent damage to soft 
materials 

@ 1800 Ibs. maximum 
proof test 

@ Malleable iron clamp- 
ing arms 

@ Wooden handle is 
specially designed to 
facilitate a sure grip 
andincrease clamping 
force 


8 See Safety Information on Page 23. 


C-CLAMPS 


L-CLAMPS @ Drop-forged, heat- Catalog UPC Throat — Spindle Minimum Shipping 
treated galvanized Number Number Capacity Depth Diameter Proof TestLbs.* Weight Lbs. 
frame Regular Duty 

@ Specially designed 6006 18006 0"-6" 4244" 34" 2100 "2 
and treated spindle 6008 18008 0"-8" 43)4" 3a" 2100 25/4 
guarantees fast effi- EE 18110 0"- 10 4) ‘I 2100 4) 
cient clamping 6010 18010 —0"- 10" 43/4" 34" 2600 45/6 

@ Movable forged 6012 18012 O"- 12" 43/4" 36" 2800 6/4 
clamping arm slides 6020 18020 0" - 20" 43/4" 13/6" 2800 7" 

; Extra Heavy Industrial 
to the work, tighen 6212 18212 =O" 12" i 7/9" 5400 12 
spindle screw 6220 18220 0" - 20" Lia ‘is 5400 14/2 

@ Extra deep throat 6240 18240 0" - 40 7 /e 5400 20 

@ Pads tilt to clamp UN-  * Minimum proof test values are measured at a span of 6 inches. 
even material 

2 : Se eee 
L-GRIP CLAMP 4 es aotien clamping Catalog UPC Throat Shipping 
® xtended capacity for Number Number Capacity Depth Weight Lbs. 
clamping stacks of ———SSS SS 
metal sheets or hold- pom bi . i —_ 
ing work to drillpress 208 18208 0"-8" 3" 25/4 


@ Models 6204 and6208 
have a straight arm; 
6206 has an arm 
shaped for reaching 
over obstructions to 
complete difficult 
clamping jobs 
Forged jaws 
Adjustable clamping 
pressure 
@ Jaws machined to 
clamp round and flat 
materials 


SPECIALTY SHOP EQUIPMENT 


BENCH GRINDERS @ Available in '/s, '/2, 9/4 and 1 horsepower models, with corresponding 6", 7", 8" and 10" 


grinding wheels 

@ Standard features include 36 and 60 grit grinding wheels, plexiglass safety eyeshields, 
spark breakers 

@ Steel pedestal bases available 


AC 
Voltage Distance No Shipping 
Catalog Service 1-Phase Wheel Dimensions Between __ Load Motor Weight 
Number Duty Motor Diameter Arbor Face Wheels RPM Overall HP Lbs. 
a a eee 
152A Medium 115V 6" "2" 3/4" 12'/2" 3450 17" Lx 9'/2"H ‘Is 29 
154 Heavy 115V L 5/g 1" 15"/2" 3450 15" Lx 9/s"H "Ve 41 
155 Heavy 115V 7 5/g" 1" 151/2" 3450 19%/4" L x 93/" H ‘le 41 
157 Heavy 115V 8" 3/4" 1" 17" 3450 201/4"L x 115/8"H 5/4 56 
158 Heavy 115/230V 10" 3/4" 1" 19" 1725 23" Lx 13'/2"H 1 89 
156 Pedestal base for models 152, 154,155 36 
159 Pedestal base for models 157, 158 54 
153* Medium 115V 6" 82" 3/4" 12"/2" 3450 16%/s"Lx9's"H = '/3 32 
160 Heavy 115V a 5/g" 1" 1512" 3450 19/"Lx13%4"H = ‘he 44 
161 Heavy 115V 8" 3/4" 1" 53/4" 3450 22'a"LX11s"H 44 55 


ae UE EEE EEE EEES I SEISISSSSISSISSSSSISSSIES SESS 


*153A—Same as 153 except with one wire wheel and one grinding wheel. 


See Safety Information on Page 22 and Page 23. 9 


SPECIALTY SHOP EQUIPMENT 


SQUARE WHEEL BELT Offer 12 grinding surfaces in one machine: for roughing, flat and angular stock, shaping, 


GRINDER contouring, internal contouring, finishing, deburring, blending and cleaning, and edging. 
Catalog Belt Motor Belt Shipping 
Number Size HP Phase Volts Speed SFPM Weight Lbs. 
4103 2" x 72" 1 1 115/230 4600 115 
4106 2" x 72" 2 3 230/460 4600 127 
4126* 2" x 72" 1 1 115 0-4600 120 


Catalog DC 

Number Number Description 

554115 39315 Dust Collecting System: includes dust collector with '/2 HP, 1 PH, 115V TEFC motor; 3" x 5' hose, clamps; dust bag and Dust Scoop Kit; 50 Lbs. Customer 
to furnish 30 gallon drum, (504974 Floor Stand required, but not included.) 

504974 38439 Floor Stand: for use with or without dust collecting system; 34” H x 18'/2" W x 24" D; 85 Lbs. 

504496 38171 Air Cushioned Dead Head: fits all units and includes */s" radius tip (additonal tips available); shop air required. 

504551 50034 Flap Wheel 8" x 3" x 1" 

504552 50035 Surface Condition Wheel 8" x 3" x 1" 

505786 50040 Small Wheel Assembly: fits all units and includes */s", 70 durometer contact wheel, (additional wheels available). 

505492* 50027 Hub and Wheel Assembly: special accessory for a number of optional attachments. Includes hub, collar, V-belt and wrench for easy change. 

504426 50028 Buffing Pads: for use with the Hub and Wheel Assembly; includes 5 pads. 

505491 50029 Nylon Polishing Wheel: for use with the Hub and Wheel Assembiy; includes Anderlex wheel and spacer plate. 

504544 38219 10" x 2" Contact Wheel Assembly. Attachment for large internal radius grinding and snagging. 

554130 50008 Special kit to convert existing square wheel grinder to a variable speed model. Includes DC controller and motor. 


SQUARE WHEEL BELT GRINDER VARIABLE SPEED ACCESSORIES 


* Variable speed DC motor with controller. 
: . —_ 


DEBURRING 


;' FINISHING 
SQUARE WHEEL BELT GRINDER ACCESSORIES 


EDGING 


SQUARE WHEEL BELT GRINDER REPLACEMENT 


BELTS 

Catalog DC 

Number Number Description Grit Catalog Number DC Number 
505479 50028 7" Face Plate and Grip Lock Hub 36 911280 911300 
505487 50020 Fibre Grit-lok Disc (38 grit) Case Lots 25 50 911281 911301 
505488 50021 Fibre Grit-lok Disc (60 grit) Case Lots 25 80 911282 911303 
505489 50022 Fibre Grit-lok Disc (80 grit) Case Lots 25 120 911283 911304 
505490 50023 Fibre Grit-lok Disc (120 grit) Case Lots 25 60 911291 911302 
911365 50043 Wire Wheel Brush; 6" Diameter, ‘/s", Arbor (Carbon) 180 911292 911305 
505485 50025 PG Wheel; includes ‘/s" Adaptor, 80 grit 220 911293 911306 


(Available in minimum lots of 10) 


COMBINATION BELT AND 
DISC FINISHING MACHINE 


® Handles virtually all the 
finishing operations ina 
production line, metal or 
wood pattern shop, machine 
shop, cabinet or school 
shop in one compact unit 

@ Features a powerful 11/2" 
HP motor providing optimal 
speed of 2400 RPM for disc 
and 3260 SFPM for belt fin- 
ishing 

@ Ideal for working in metal, 
wood, plastics, composi- 
tions, leather and more 

@ Deluxe miter gauge comes 
standard 


Catalog Overall Shipping 
Number HP Volts Phase Dimensions Weight Lbs. 
"lo 115/230 1 57'/2" H x 251/2" W x 19" D 250 

4202 1"/o 230 3 57'/2" H x 25'/2" W x 19" D 250 
4203* "le 230/460 3 57'/2" H x 25'/2" W x 19" D 250 
4204** 1/2 230/460 3 57'/2" H x 25'/2" W x 19" D 250 
4211 Same as model 4200, with base and motor unassembled 

* Magnetic starter and 24V at push button switch. 

** Full JIC (for wall mounting) 110V at push button switch. 

Table Table Miter Gauge 

Machine Size Tilt Groove Platen Size Speed 
Belt 7/8" x 14°/s" 45° Out, 20° In 3/g" x 3/4" 61/4" x 143/4" 6" x 48" 3260 SFPM 
Disc 12" x 16%s" 45° Out, 20° In 3/" x 3/4" 12" Diameter 2400 RPM 


10 See Safety Information on Page 22. 


SEPARATE DISC FINISHING 
MACHINE 


@ Available in five 
different floor 
models with mi- 
ter gauge 

@ Fully machined 
disc runs vibra- 
tion free 

@ Shaft-mounted 
disc for power 
and accuracy 


SPECIALTY SHOP EQUIPMENT 


Catalog Overall Shipping 

Number HP Volts Phase Dimensions Weight Lbs. 
4400 1"le 115/230 1 43" H x 16" Wx 19"D 164 
4401 1" 230 3 43" H x 16" Wx 19"D 164 
4402* 1"l2 230/460 3 43" H x 16" Wx 19"D 164 
4403** I'l 230/460 3 43" H x 16" Wx 19"D 164 


4411 Same as model 4400, with base and motor unassembled 


* Magnetic starter and 24V at push button switch. 
** Eull JIC (for wall mounting) 110V at push button switch. 


@ Machine table Table Table Miter Gauge 
adjusts to 45° Machine Size Tilt Groove Size Speed 
12" Disc 12" x 16%s" 45° Out, 20° In 3/a" x 3/4" 12" Diameter 2400 RPM 
SEPARATE BELT FINISHING sea 
Catalog Overall Shipping 
MACHINE Number HP Volts Phase Dimensions Weight Lbs. 
@ Available in five 4300 "ke 115/230 1 57'/2" H x 25'/2" W x 19" D 211 
different floor 4301 "lp 230 3 57'/e" H x 25%" W x 19" D 211 
models with mi- 4302* 1"/2 230/460 3 57'/2" H x 25'/2" W x 19" D 211 
ter gauge 4303** "2 230/460 3 57'/2" H x 25'/2" W x 19" D 211 
9 g 4311 Same as model 4300, with base and motor unassembled 
@ Adjustable, mov- 
able platen * Magnetic starter and 24V at push button switch. 


@ Removable up- 
per guard for 
contour finishing 

@ Removable table 
allows finishing of 
large parts 


BELT AND DISC FINISHING 
MACHINE ACCESSORIES 


Model 4200 
with optional dust collection system 


** Eull JIC (for wall mounting) 110V at push button switch. 


Table Table Miter Gauge 
Machine Size Tilt Groove Platen Size Speed 
6" x 48" Belt 7°/e" x 14°/4" 45° Out, 20° In 3/a" x 3/4" 61/4" x 14°/4" 6" x 48" 3260 SFPM 


Catalog DC 
Number Number Description 


554210 39410 Dust collector less drum for cleaner, safer work area, a high quality dust collector constructed of 
steel and cast aluminum is available. This self-contained unit includes five feet of hose and filter bag 
for use with your drum. Offered in 115/230 VAC only, that features quiet, continuous duty TEFC 
motor with permanently lubricated ball bearings, self-cleaning radial blade. This is all that is needed 
for hook up to the separate belt machine. Draws 450 cubic feet of air per minute. 

505228 38693 Backstop assembly a stop for flat work on the belt. Allows flat belt finishing, prevents the workpiece 
from moving with the belt, 4 Lbs. 

505229 36994 Wood fence assembly provides support for narrow workpiece or edge finishing on your belt unit, 
6 Lbs. 

505237 38702 Hose kit for disc dust collection-consists of cast funnel attachment, hose adaptor, 5 feet of high 
temperature hose, "Y" connector, and two hose clamps, 10'/4 Lbs. Must be purchased to attach 
combination Belt/Disc machine to disc dust collection system 554210. 

505294 50000 Adaptor needed to attach separate disc machine to the dust collection system 554210. 


Dust Collector Specifications 


Maximum Shipping 
Motor Maximum Maximum Hose Bag dBA _— Hose Drum Weight 
HP CFM SP Velocity Area @5' Size Size* Lbs. 
‘le 450 7 Lbs. 9000 FPM 10.6 Sq.ft. 78  3"x60" 30gallon 50 


* Not included, user must furnish drum. 


See Safety Information on Page 22. 11 


14" VERTICAL 


TRADESMAN BAND 


SAW 


SPECIALTY SHOP EQUIPMENT 


@ Beveling, slicing, ripping, stack cutting, whatever the job requirement this vertical band saw 
can handle it 
@ Compound axis table tilts in time planes 


Belt Stepless Main Motor* Table Shipping 
Catalog DC Cutting Throat Blade Length of Variable Grinder Size Weight 
Number Number Capacity Depth Width Saw Blade Speed Motor (Tilting) Lbs. 


8014 80014 6/6" 14%" ‘Ve"-"/e" 106"-110'/2"  98'-394' ft/min 1HP,"/s HP 19%2" x 211/4" 709 


* All models are equipped with 220/440. 115V at switch, magnetic starter, 3 phase. 


BLADE WELDER 

Catalog DC 

Number Number Description 

8000 80000 Electric Blade Welder for use with Vertical Band Saw model 8014 
REPLACEMENT BLADES 

Catalog DC 

Number Number Description 

910838 50004 ‘/e" x 025 x 110" (10 teeth) 


7» 12" HORIZONTAL @ Machines are designed and built with cast iron heads, cast iron beds and steel components 


CUTTING BAND SAW 


for durability and accuracy 
® Solid construction, together with the saw's peripheral drive train, has proven excellent 
through their on-the-job track record 


Catalog Cutting Blade Blade Blade Overall Shipping 
Number Capacity Size Speeds Guides Dimensions Weight Lbs. 
Wet Cutting Model 
3535 QO T 3/s" x .032"x 101" 60-110-155-205 Side: Eccentric Shaft, 59" Lx 20" W x 46"H 450 
CI 14%" x 7" Ball Bearings 
12" x 2" Flat Stock Rear: Ball Bearing 
6" x 7" at 45° 
Dry Cutting Model 
3502 Dry Cutting Model same specifications as 3535 440 


6° » 10° HORIZONTAL @ Ideal for machine, maintenance and fabricating shops and for limited run production work 


CUT-OFF BAND SAW 


12 


@ Equipped with a%/sHP, 1725 RPM motor with three cutting speeds: 95, 140 and 235 SFPM 
@ Cast design provides reliable performance in wet or dry model 
® Vertical cutting feature makes the Wilton 6" x 10" band saw an outstanding value 


Catalog Cutting Blade Blade Blade Overall Shipping 


Number Capacity Size Speeds Guides Dimensions Weight Lbs. 
Wet Cutting Model 
3410 © 6 3/4" x 0.32 x 93" 95-140-235 Side: Eccentric Shaft, 50"Lx18"Wx41"H 275 
CL] 91/2" x 6" Ball Bearings Cut-off position 
11"x 1" Flat Stock Rear: Ball Bearings 
6" x 6" at 45° 
Dry Cutting Model 
3400 Dry Cutting Model same specifications as 3410 270 


See Safety Information on Page 22. 
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5" x 8" HORIZONTAL 
CUTTING BAND SAW 


of internal moving parts 
Blade guides adjust fully in both directions and in 3 planes 
Fully equipped for wet-cutting, with steel coolant trough and submersible coolant pump 


SPECIALTY SHOP EQUIPMENT 


@ Drive train is powered by a '/2HP motor, rated at 1725 RPM provides 3 cutting speeds 85, 
125, 200 SFPM 
@ Steel heat-treated worm driving a bronze worm gear for smooth and quiet operation of the 
gear box assembly 

@ Oil bath drive train extends the production life of the machine through constant lubrication 
eS 

® 


Catalog Cutting Blade Blade Blade Overall Shipping 
Number Capacity Size Speeds Guides Dimensions Weight Lbs. 
Wet Cutting Model 
3230 ©. 5° Yo" x 025" x 68'/e".  85-125-200 Side: Eccentric Shaft, 38" L x 16" Wx 38"H 165 
C472" x 5" Ball Bearings 
8" x 1" Flat Stock Rear: Ball Bearing 
41/2" x 5" at 45° 
Dry Cutting Model 
3130 Dry Cutting Model same specifications as 3230 160 
4" x 6" METAL @ Cuts metal, wood or plastic 
CUTTING BAND SAW _ @ Powered by a single phase, '/sHP, 115V motor 
@ Saw comes pre-assembled with floor stand 
Catalog Cutting Blade Blade Blade Overall Shipping 
Number Capacity Size Speeds Guides Dimensions Weight Lbs. 
3300 O 4s" ‘/o" x 025" x 64'/2" —-85-125-200 Side and Rear 37"Lx 37"Hx 16"W 155 
[J 51/2" x 4" Ball Bearings 


6" x '/2" Flat Stock 


25/4" x 4%/a" at 45° 


CIRCULAR 
CUT-OFF 
SAWS 


Electric Blade 


Motor 
HP RPM 
1.5/2 45-90 
1.5/2 45-90 
2/3 45-90 
2/3 45-90 


1.5/2/3 25-50-100 


1.5/2/3 25-50-100 


applications 

Catalog 

Number Volage 
9002 220V 
9003 440V 
9004 220V 
9005 440V 
9006 220V 
9007 440V 
9060 115V 


1 53 


10%/s" 


105/4" 


12°/e" 


12%" 


139/4" 


1339/4" 


g" 


Shaft Maximum Standard 


Blade Blade 


93/4" 


99/4" 


1003/4" 


10°/4" 


1143/4" 


1139/4" 


g" 


Cutting 
Capacity 
90° 


O 3.30" 

C1 2.75" x 2.75" 
[_] 3.90" x 2.20" 

O 3.30" 

C) 2.75" x 2.75" 
[_} 3.90" x 2.20" 

© 4.10" 

OC 3.70" x 3.70" 
[_]5.90" x 2.90" 

O 4.10" 

U1 3.70" x 3.70" 
[_] 5.90" x 2.90" 
O 4.70" 

C) 4.10" x 4.10" 
[__] 7.40" x 2.90" 
O 4.70" 

0 4.10" x 4.10" 
[1] 7.40" x 2.90" 

© 2.50" 

C] 2.50" x 2.50" 
[J 3.0" x 2.0" 


Cutting 
Capacity 
45° 


O 2.75" 

LC) 250" x 2.50" 
[_] 275" x 2.20" 
O 2.75" 

C) 250" x 2.50" 
(J 275" x 2.20" 
O 3.50" 

[) 2.90" x 2.90" 
[_] 3.50" x 2.20" 
O 3.50" 

C1 2.90" x 2.90" 
[_] 3.50" x 2.20" 
O 3.90" 

C1 3.30" x 3.30" 
[_] 3.90" x 2.75" 
O 3.90" 

C1 3.30" x 3.30" 
[_] 3.90" x 2.75" 
O 2.40" 

CL) 2.40" x 2.40" 
[J 2.50" x 2.0" 


@ Standard features include: totally enclosed blade, coolant system, mitre cutting, stock stop, 
rapid acting vise, 24V at the switch 

@ Cuts solids, tubing or structural shapes faster, producing a smooth mill finish 

@ Blade rigidity generates cuts of extreme accuracy and close tolerances 

@ Lightweight bench model can be moved throughout the shop to complete a variety of cutting 


Shipping 

Overall Weight 
Dimensions Lbs. 
17.5"x31"x21" 290 
17.5"x31"x21" 290 
2.95" x 3.75" x 25.5" 500 
2.95" x 3.75" x 25.5" 500 
29.5" x 39.3" x 27.5" 540 
29.5" x 39.3" x 27.5" 540 


15" x 23.625" x 23.625" 77 


See Safety Information on Page 22. 
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TRADESMAN DRILL 
PRESSES 


SPECIALTY SHOP EQUIPMENT 


@ Rugged cast design with ground steel column for medium duty drilling in metal, wood and 
plastic 

@ Permanently lubricated ball bearings and spindle assembly 

@ Front mounted locking power switch 

® Shipped with head, table and base unassembled 


Drills Capacity* Spindle Shipping 
Catalog _—to Morse Cast Quill Spindle to Column Base Overall Weight 
Number Center Taper ron Diameter Travel Base Diameter Overall Dimensions Lbs. 
2800 16" #2. Upto" 2" 45/e" 491/s" 38/32" 20"X 12%" 125/4"W x 26'/2"D x 675/4"H_ 210 


2400 20" #35 Upto" = 2'/" 4/16" 49/5" 38/32" 22%/a" x 173/4" — 22'/2"W x 37'/2"D x 68'/4"H 335 


* 


Capacities for continuous production use will vary based on application. Contact your Wilton representative with exact production line 
specifications. 


15" LIGHT DUTY 
TRADESMAN DRILL 
PRESSES 


@ Designed for drilling metals, woods and plastic 

® 12 versatile speed settings on both floor (2500) and bench (2530) models 

@ Push button start/stop control allows easy, safe operation 

@ Drills comes standard with round worktable tilting 45° right or left with diagonal slots for 
clamping 

@ Models include #2 Morse taper and °/s" key chuck 


Catalog Drillsto Capacity* Quill Spindle Spindle © Column Base Overall Shipping 

Number Center Castlron Diameter Travel toBase Diameter Overall Dimensions Weight Lbs. 
2500 15" Up to */e" 17/s" 3%/e" 48°/," 27a" 11" 19%/e" — 16"W x 13%/e"D x 63'/2"H 185 
2530 15" Up to */e" 17/3" 33/s" 24'/2" 27a" 14" 19'/e" — 16"W x 13%/e"D x 391/4"H 157 « 


* Capacities for continuous production use will vary based on application. Contact your Wilton representative with exact production line 
specifications. 


15° VARI-SPEED and @ Provide a solid drilling base and greater range in spindle speed than any competitor 


6-SPEED DRILL 
PRESSES 


@ Simple handwheel adjustment sets the speeds and an immediate reading appears in the 
face plate scale on the Vari-Speed model 

@ Belt and pulley system delivers maximum power and ensures safety during speed changes 
on the 6-Speed model 


Catalog Drillsto © Capacity* Quill Spindle Spindle Column Base Capacity Shipping 

Number — Center Castlron Diameter Travel Speeds Diameter — Overall Steel Weight Lbs. 
5816 15" Up to 5/s" 21/4" 6" 400 to 5000 3" 10%/"x 15" Up to ‘/e" 238 
3816 15" Up to */e" 21/4" 6" 375, 625, 1125, 3" 10'/s"x 15" Up to "/2" 236 


1950, 3400, 5000 


* Capacities for continuous production use will vary based on application. Contact your Wilton representative with exact production line 
specifications. 


See Safety Information on Page 22. 


LIFT TABLES 


BOLT CUTTERS 


SPECIALTY SHOP EQUIPMENT 


@ Hydraulically operated tables with complete mobility for unlimited applications 
@ Ideal for production, shipping dock or maintenance use 

@ Lift and move heavy loads 

@ Extend production tables to create a rolling maintenance cart 


Maximum Minimum Table Shipping 

Catalog Capacity Table Table Top Overall Weight 
Number Lbs. Height Height Dimensions Dimensions Lbs. 
550 550 34" 10" 32"L x 19°/s"W 40"L x 21%/"W x 34°/e"H 145 
1600 1600 381/4" 16%/s" 39%/a"L x 20'/2"W 52"L x 211/4"W x 381/4"H 319 


4 models to cut concrete reinforcing rods, medium tensile and soft bolts, rods, rivets, 
bars, chains or wire rope up to 1". 


Capacity Capacity Shipping 
Catalog UPC To Brinnell 300 To Brinnell 400 Weight 
Number Number Description Rockwell C31 Rockwell C42 Lbs. 
6118 18118 18" Clipper Cut 3/_" 1/4" 2/4 
6124 18124 24" Center Cut The" S16" 61/4 
6130 18130 30" Center Cut "/2" 3/_" 9/4 
6136 18136 36" Center Cut She" The" 14 


Catalog UPC Base Overall Shipping 


@ Heavy-duty positioner ac- Number Number Diameter Height Weight Lbs. 
commodates work pieces eee 
up to 70 pounds 16240 6/16 81/2 13 

@ Designed for high produc- 
tion assembly line applica- 
tions 

HYDRAULIC #303 @ Heavy-duty positioner with Catalog UPC Base Overall Shipping 

hydraulic locking action to Number Number Diameter Height Weight Lbs. 
increase:work Capacity to FT ooee— 
150 pounds 303 16300 5/8 7 15 


@ Hand operated, self-con- 
tained and sealed with re- 
placeable cups 

@ Use for heavy duty assem- 
bly, welding, maintenance 
and tool room work 


See Safety Information on Page 22. 15 


POWRARM WORK POSITIONERS 


JUNIOR #343 Catalog UPC Base Overall Shipping 
@ Medium duty for work up to Number Number Diameter Height Weight Lbs. 
30 pounds 343 16180 4'/4" 514" 4 
@ Ideal for electric Ot Bi GG 
craft jobs; use with any 
special fixture 
VEEP #344 @ : ; Catalog UPC Base Overall Shipping 
@ Workholding capacity upto Number Number Diameter Height Weight Lbs. 
20 pounds Se 
Zy @ Use forlightproductionas- _°4 io sl = : 
sembly or electronic appli- 
cation 
@ Provides positive lock and catalog UPC Base Overall Shipping 
workholding capacity up to Number Number Diameter Height Weight Lbs. 
6 pounds A. ++:  ..4+.+ca - «= ©. 
@ Recommendedforintricate 8 bhi sis bs 
electronic work such as 
small printed circuits 
- Numb Numb Weight Lbs. 
= @ Attaches quickly and se- a 
curely to bench tops upto 356 16642 Use with models #343, #344 and #345 2 
2" thick 
@ Drilled and tapped for ver- 
Jl satile mounting 
MINIATURE ADJUSTABLE PRINTED CIRCUIT Gacy ureeSOSOSC~CSCSCSSSS Siping 
HOLDER #371 Number Number Weight Lbs. 
| @ Mounts directly on Midget_ <M SS 
! 371 16375 Use with model #345 3 
#345 
@ Brackets adjust horizon- 
tally 3" to 6" 
@ \-grooved vertical posts for 
speedy insertion and re- 
moval of workpiece 
POWRARM WORK POSITIONERS Catalog UPC Jaw Maximum Throat Shipping 
MECHANICAL COMBINATIONS Number Number Width Opening Depth Weight Lbs. 
3015 16559 Use with Machinists’ Vise #250N 2"/o" 4" 17/8" 24 
@ For mass production lines 3013 16596 Use with Machinists’ Vise #300N 3" 43/4" D5/a" 37 


use on Machinists’ vises 
with 21/2" or 3" jaw widths 
@ Work load up to 70 pounds 


16 See Safety Information on Page 22. 


INDUSTRIAL HAND PADS 


SCOURING HAND PAD - GR 


APPLICATIONS 

®@ Light cleaning 

@ Light surface preparation 

@ Scouring 

@ Use with detergents to re- 
move oil, grease and dirt 
from hands 

@ Cleans metal or porcelain 
shop sinks 


Green (Aluminum Oxide) hand pad is a commercial grade, 
economy pad well-suited for light duty cleaning and finishing. 


SIZE: 6" x 9" 
ITEM NUMBER: 65487, 60 pads bulk per case 


ITEM NUMBER: 65488, 6 boxes of 10 per case 


i 


ALL-PURPOSE HAND PAD - AVF 


APPLICATIONS 

@ Rust and corrosion removal 

@ Fine burr removal 

@® Blending 

@ General cleaning and fi- 
nishing 

@ Wood finishing 


LONG LIFE HAND PADS 


APPLICATIONS 

@ Weld cleaning 

@ Discoloration removal 

@ Surface burr conditioning 
@ Grind line conditioning 

@ Blends surface imperfec- 

tions 
@ Paint removal 


High quality Maroon (Aluminum Oxide) industrial grade hand 
pad provides superior cleaning action. Use in place of steel 
wool, wire brushes and coated abrasive sheets. 


SIZE: 6" x 9" 


ITEM NUMBER: 65489, 60 pads bulk per case 
ITEM NUMBER: 65490, 6 boxes of 10 per case 


Heavy duty Tan (Aluminum Oxide) hand pads have high 
strength resins to provide additional support and increased 
resistance to tearing. 

SIZE: 6" x 9" 


ITEM NUMBER: 65491, 4 boxes of 10 per case 


ne EE Een 


ULTRA-FINE HAND PAD - SUF 


APPLICATIONS 

@ Remove fine burrs from 
threaded parts 

@ Rubdownprimer and sealer 
coats in woodworking 

@ Polish dies 

@ Cleans glass molds 


Gray (Silicon Carbide) hand pad is especially suited for light 
cleaning and finishing of all metals, plastic, wood and fiber- 
glass surfaces. Works better than steel wool because it will not 
rust, splinter or contaminate the surface. 


SIZE: 6" x 9" 


ITEM NUMBER: 65492, 60 pads bulk per case 
ITEM NUMBER: 65493, 6 boxes of 10 per case 
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HEAVY DUTY SCOURING HAND PAD - GH 


APPLICATIONS 

@ Removerustfromhandtools 

@ Clean and prepare metal 
surface for painting 

® Scuff acrylics and painted 
surfaces 

@ Remove corrosion 


HEAVY DUTY PAD 


APPLICATIONS 

@ Produce decorative scratch 
finish on housewares and 
appliance trim 

@® Paint removal 

@® Deburring 

@® Weld cleaning 

@ Blends surface imperfec- 
tions 


Te 


SCRUBBER SPONGE 


APPLICATIONS 

@ Clean and scour 

@ Remove dirt and grime 
from hands and other ob- 
jects 

@ Mild cleaning of wood, 
metal and plastics 


INDUSTRIAL HAND PADS 


Green (Aluminum Oxide) is 15%-20% thicker than the GR 
Scouring Pad. Ideal for scuffing acrylics, blending paint and for 
use throughout industrial and woodworking plants, garages 
and machine shops. 


SIZE: 6" x 9" 


ITEM NUMBER: 65494, 60 pads bulk per case 
ITEM NUMBER: 65495, 6 boxes of 10 per case 


Heavy duty Gray (Aluminum Oxide) hand pad for fast material 
removal and heavy duty cleaning. High quality, coarse grade 
grain outlasts all other competitively priced hand pads. 


SIZE: 6" x 9" 


ITEM NUMBER: 65496, 4 boxes of 10 per case 
ITEM NUMBER: 65497, 40 pads bulk per case 


———————————————————————— 


Scrubber sponge is a synthetic sponge laminated to a non- 
woven hand pad. A cleaning pad and a sponge in one. Used 
to apply water and detergent to the work surface. 

SIZE: 3%/e" x 61/4" 


ITEM NUMBER: 64766, 5 boxes of 8 per case 


ne 


HAND PAD HOLDER 


Hand Pad block has a unique molded hook pattern for positive holding. Features an easy grip 
handle. Accepts all 6” x 9” hand pads cut into thirds. 


SIZE: Use with 3" x 6" replaceable hand pads 


ITEM NUMBER: 64767, 10 per case 
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STANDARD DEPTH 
HOLE SAWS 
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Available in 53 diameters from 
5/16" to 6" 

Cutting depth ranges from 1'/s" 
to 11/4" 

4/6 varied-pitch tooth con- 
struction 

Use on plastic, steel and cast 
iron pipe; aluminum, copper, 
brass, stainless steel, wood or 
plastic 


DEEP CUT HOLE SAWS 
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Available in 11 diameters 1" to 
41/4" 

Cuts holes up to 1’/s" in depth 
4/6 varied-pitch tooth con- 
struction 

Use to cut metal, plastic pipe, 
wood and wall board 


CARBIDE TIPPED HOLE 
SAWS 
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Available in 52 diameters from 
3/16" to 6" 

Cuts holes from 1'/s" to 11/4" in 
depth 

4 teeth per inch 

Heat resistant carbide allows 
hole saws to last up to 5 times 
longer than traditional saws 

@ Use to cut abrasive materials 
such as Fiberglas, flake-board 
and Formica; cast iron and 
transite 


ANDERSON HOLE SAWS 


HIGH SPEED BI-METAL, DEEP CUT, CARBIDE TIPPED HOLE SAWS 


High Carbide Deep High Speed Saw Saw ForUse —_ Use For Use For 
Speed Tipped Cut Display Pack Diameter Diameter With Arbor Pipe Tap Pipe Entrance 

Item Number Item Number ItemNumber Number (inch) (mm) Number PipeSize Pipe Size 

38018 40345 41018 $h6 14 39313 Je "4 

38026 40139 41026 5/a 16 

38034 40147 41034 "he 17 or 

38042 40154 41042 SI 19 "lp Je 

38045 5/30 20 

38059 40162 41059 86 21 39321 

38067 40170 41067 Ie 22 3a ‘Ip 

38075 40188 41075 16 24 or 

38083 40006 44107+ 41083 1 25 

38091 40196 41091 he 27 39339 

38109 40204 44109+ 41109 1"/s 29 1 3fa 

38117 40212 41117 116 30 or 

38539* 41539 1/4 32 

38547* 41547 1s 35 39492 1 

38554* 41554 1"o 38 1/4 

38125* 40352 41125 1/4 32 

38133 40220 41133 1/16 33 

38141* 40014 4411244 41141 13/e 35 39347 1 

38158 40238 41158 The 37 

38166* 40246 441134++ 41166 "le 38 or 1"/4 

38174 40253 41174 19/16 40 

38182 40360 41182 15/s 41 50154 

38190 40261 41190 Whe 43 

38208 40022 44122+4 41208 13/4 44 or "2 1"/4 

38216 40451** 41216 1/6 46 

38224 40378 41224 Ile 48 50162 

38232 40030 44125++4 41232 2 51 "le 

38240 40469°* 41240 athe 52 

38257 40279 41257 2"/s 54 

38265 40337 44128+4 41265 2/4 57 2 

38273 40287 41273 216 59 

38281 40386 41281 2s 60 

38299 40048 4413144 41299 2"/2 64 50154 2 

38307 40295 23/16 65 

38315 40394 25/s 67 or 2"/2 

38323 40089 2/4 70 

38331 40477 2//s 73 50162 

38349 40097 3 76 2" 

38356 40402 3"/s 79 

38364 40303 34 83 3 

38372 40410 44139++ 3%/s 86 

38380 40105 3'/2 89 

38398 40428 3% 92 3 

38406 40436 3% 95 50154 3"/e 

38414 40311 3s 98 

38422 40113 4 102 or 

38430 40485** 4'/g 105 3"/e 

38448 40444 44146++ 4/4 108 50162 4 

38455 40493** 4/3 111 

38463 40329 42 114 4 

38471 40501** 4/4 121 Ao 

38489 40121 5 127 

38497 40519** 51/4 133 5 

38505 40527** 51/2 140 

38513 40535** 5/4 146 5 

38521 40543** 6 152 


* Items 38539, 38547, 38554, 41539, 41547, 41554 offer a '/2"- 20 hole. Items 38125, 38141, 38166, 41125, 41141, 41166 offer 
a 5/s"- 18 hole. 

** Items not normally in stock + Use Arbor 44158 ++ Use Arbor 44160 

All pipe sizes listed in the "Pipe Tap Size" and "Pipe Entrance Size" columns are standard industry sized. All pipes are sized by the 
nominal inside diameter. 

Pipe Tap Size - The sizes listed in this column provide the necessary information to be used when a pipe is threaded into tanks, boilers, 
etc. To secure the best results, the hole should be reamed before tapping with a reamer having a taper of */s" per foot. 

Pipe Entrance Size - The sizes listed in this column provide the necessary information for any given pipe size to have sufficient clearance 
to pass through beams, walls, bulkheads, etc. 


See Safety Information on Page 23. 19 


ANDERSON HOLE SAW KITS 


JOURNEYMAN'S HOLE SAW KIT #39660 MAINTENANCE HOLE SAW KIT #39650 


This kit has nine popular bi-metal 
hole saws, covering pipe tap sizes 
‘/e" to 2" and pipe entrance sizes 
3/8" to 2" diameter. 


Kit includes: One each: °/4", 7/s", 1'/s", 
13/e", 11/2", 19/4", 2", 21/4", 21/2" hole 
saws; one '/s" round arbor, one 7/16" 
hex pin drive arbor, one ‘'/s" arbor 
adapter and one '/4" pilot drill. 


PLUMBER'S HOLE SAW KIT #39640 


Designed with the requirements 
of the plumber in mind, this kit 
contains the six bi-metal hole 
saws most commonly used in in- 
stallation of piping and tubing. 


Kit includes: One each: °/4", 7/s", 
11/8", 1'/2", 13/4", 2'/" hole saw; one 
‘/4" round arbor, one 7/16" hex pin drive 
arbor, and one '/4" pilot drill. 


This kit contains five popular bi- 
metal hole saws, for general in- 
stallation and maintenance appli- 
cations. 


Kit includes: One each: ’/s", 1", 11/3", 
1'/s", 1'/2" hole saw; one 1/4" round 
arbor, and one '/s" arbor adapter. 


DELUXE PLUMBER'S HOLE SAW KIT #39690 


Same as Plumber's Kit No. 39640, 
except this kit includes a 12" ar- 
bor extension to extend the hole 
saw reach when cutting through 
double-walled construction. Also 
includes an additional heavy - 
duty 7/16" x '/2" - 20 thread size hex 
arbor. 

Kit includes: One each: 9/4", 7/s",11/s", 
1'/2", 13/4", 21/4" hole saw; one 1/2" 
extension, one '/4" round arbor, one 
7/16" hex arbor, one 7/16" hex pin drive 
arbor. 


ELECTRICIAN'S HOLE SAW KIT #39630 


DELUXE ELECTRICIAN'S HOLE SAW KIT #39680 


Contains the six diameter bi-metal 
high-speed steel hole saws used 
most by electricians for installa- 
tion work. 


Kit includes: One each: 7/s", '/s", 
1%/s", 19/4", 2", 2'/2", hole saw, one 
7/16" hex arbor, one 7/16" hex pin drive 
arbor, and one 1/4" pilot drill. 


Same as Electrician's Kit No. 
39630, except this kit includes a 
12" arbor extension to extend the 
hole saw reach when cutting 
through double walled construc- 
tion. Also includes an additional 
‘/s" x '/2"-20 thread round arbor. 

Kit includes: One each: 7/s", 1‘/s", 
19/8",15/4", 2", 2'/o" hole saw; one 7/16" 
hex arbor, one '/s" round arbor, one 
7/6" hex pin drive arbor, and one 12" 
extension. 


MECHANIC’S HOLE SAW #38611 


PROFESSIONAL HOLE SAW KIT #39700 


Designed specifically for the au- 
tomotive mechanic, for installing 
locks, antennas, hoses, etc. 
Contains five bi-metal hole saws. 


Kit includes: One each: °/s", 7/s",1", 
1'/s",11/4" hole saw and one 1/4" hex 


Contains twelve popular size bi- 
metal hole saws. Ideal for the 
mechanic, plumber, electrician, 
and plant maintenance crews. 

Kit includes: One each: */s", 9/4", 7/s", 
1", Wer, Wa", 138%, 1%, 1544", 2", 
2'/2",3" hole saw; one 7/16" hex pin drive 


arbor. arbor, one 7/16" hex arbor and three 
pilot drills. 
DEEP CUT HOLE SAW KIT #39790 CARBIDE TIPPED HOLE SAW KIT #39710 
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Designed for the professional 
tradesman who requires addi- 
tional '/2" cutting depth. 


Kit includes: One each: 1", 1'/e", 
11/4", 15/8", 11/2", 13/4", 2", 21/4", 21/0", 
3°/s", 4'/4" deep cutting saws; one 7/16" 
hex arbor, one 7/16" hex pin drive arbor, 
one 12" extension. 


See Safety Information on Page 22. 


Assembled with thirteen carbide 
tipped hole saws. Well-suited for 
professional tradesmen who cut 
through abrasive materials, such 
as plasterboard, flake board and 
Fiberglas. 

Kit includes: One each: °/4", 7/s", 
1/8", 15/8", 1/2", 13/4", 2", 21/4", 21/0" 
carbide tipped saw; one ‘'/s" round 
arbor, one 7/16" hex pin drive arbor, 
one '/s" arbor adapter, and one '/4" pilot 
drill. 


HOLE SAW ARBORS AND ACCESSORIES 


ARBORS M55P (50162) Quick change style with retractable drive pins eliminates the need 
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to remove arbor from chuck during change over. Heavy duty °/s" Hex Shank, °/s" 
- 18 thread size, fits 9/4" chuck. Supplied with '/4" drill 39479. Use with saw 11/4" to 
6" diameter. Blister Pack No. 50180. 


M45PL (44160) 7/16" Hex Shank, °/s" - 18 thread size quick change style for use with 
deep cut saws 1°/s" to 4/4" diameter. Fits '/2" chuck. Supplied with 1/4" drill number 
44162. 


M45P (50154) Also quick change style. ’/16" Hex Shank fits '/2" chuck. */s"-18 thread 
size. Supplied with '/4" pilot drill number 39479. Use with saws 11/s" to 6" diameter. 
Blister Pack Number 50170. 


M55P M45PL M45 M44 M34 M34H M24R M45 (39347) ’/16" Hex Shank, °/e" - 18 thread size, fits '/2" chuck. Supplied with 
M45P M44L ‘/s" drill number 39479. Use with saws 11/4" to 2°/s" diameter. Blister Pack Number 
40630. 


M44L (44158) 7/16" Hex Shank, '/2" - 20 thread size, fits '/2" chuck. Supplied with '/s" drill number 44162. Use with deep cut saws 1" and 11/s" diameter. 


M44 (39339) 7/16" Hex Shank, '/2" - 20 thread size, fits '/2" chuck. Supplied with '/s" drill number 39479. Use with saws °/16" to 11/2" diameter. 
Blister Pack Number 40620. 


M34 (39321) °/e" Hex Shank '/2" - 20 thread size, fits °/8" chuck. Supplied with '/s" drill number 39461. Use with saws °%/16" to 1'/2" diameter. 
Blister Pack Number 40610. 


M24H (39492) '/s" Hex Shank, '/o" - 20 thread size, fits '/4" chuck. Supplied with '/4" drill number 39461. Use with saws °/16" to 11/2" diameter. 
Blister Pack Number 40640. 


M24R (39313) '/s" Round Shank, '/2" - 20 thread size, fits '/s" chuck. Supplied with '/s" drill number 39479. Use with saws °/16" to 11/2" diameter. 
Blister Pack Number 40600. 


PILOT DRILLS 


PD1 (39461) 3" overall length - use with arbors 39492 and 39321. 
PD1 (39461) Blister Pack Number 40780. 


PD2 (39479) 3''/:6" overall length - use with arbors 39313, 39339, 39347, 50154 
PD2 (39479) | and 50162. Blister Pack Number 40790. 


PD4 (44162) PD4 (44162) 4" overall length - use with arbors 44158 and 44160. 


ACCESSORIES 


ME12 (39388) 12" Extension for use with arbors 39339, 39349, 50154, 44160 and 


ME12 (39388) | “¢'°% 


ME36 (39000) 36" Extension for use with arbors 39339, 39349, 50154, 44160 and 
ME36 (39000) 44158. 


Arbor Adapter (78966) - converts '/2"-20 threaded arbors, items 39313, 39492, 
Arbor Adapter (78966) 39321 and 39339, to °/s"-18 thread size to accommodate larger diameter saws. Not 
recommended for use with saws above 1'/2" diameter. 


DRIVE PLATES 
DP1 (39560) Use with saws 3" through 4'/s" diameter. 


DP1 (39560) DP2 (39570) Use with saws 4'/s" through 6" diameter. 


DP2 (39570) 


MORSE TAPER ADAPTERS 


MT24 (39396) Morse Taper No. 2 fits arbors 39339, 39349, 50154, 44160 and 
MT24 (39396) 44158. 


MT34 (39404) Morse Taper No. 3 fits arbors 39339, 39349, 50154, 44160 and 
MT34 (39404) wales, ) Morse Taper No. 3 fits arbors a 


MT35 (39412) MT35 (39412) Morse Taper No. 3 fits arbor 50162. 
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SAFETY INFORMATION 
VISES 


* MISUSE OF VISES CAN CAUSE SERIOUS INJURY TO EYES, HANDS AND OTHER BODY PARTS. 
* TO ENSURE SAFETY, VISE MUST BE SET UP AND USED PROPERLY. 
* BEFORE SET UP AND USE, READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED BELOW. 


WHEN SETTING-UP VISE: 
* TO HOLD DOWN BASE OF VISE, USE PROPER SIZE NUTS, BOLTS, AND LOCKWASHERS IN ALL MOUNTING HOLES. 
* NEVER WELD BASE OF VISE TO ANY METAL OBJECT. 
* FOR SWIVEL BASE VISE, ONLY HAND-TIGHTEN HANDLES ON LOCKNUTS AT SIDES OF VISE. 
* NEVER USE EXTENSION PIPE TO TIGHTEN HANDLES ON LOCKNUTS; THIS CAN CAUSE HANDLES TO BEND. 


WHEN USING VISE: 
ALWAYS USE VISE OF PROPER SIZE AND CAPACITY TO HOLD WORK OBJECT. 
NEVER USE HAMMER, EXTENSION PIPE, OR CHEATER BAR ON SPINDLE HANDLE OF VISE. 
NEVER UNSCREW MOVABLE JAW BEYOND MAXIMUM SPECIFIED OPENING OF VISE. 
NEVER USE VISE TO PRESS AN OBJECT INTO OR OUT OF ANOTHER OBJECT. 
ALWAYS WEAR EYE AND FACE PROTECTION WHEN STRIKING OR USING POWER TOOLS WITH A VISE. 


MACHINERY 


MISUSE OF THIS MACHINE CAN CAUSE SERIOUS INJURY. 
FOR SAFETY, MACHINE MUST BE SET UP, USED AND SERVICED PROPERLY. 
READ, UNDERSTAND, AND FOLLOW INSTRUCTIONS IN OPERATORS AND PARTS MANUAL SHIPPED WITH MACHINE. 


WHEN SETTING-UP MACHINE: 
* ALWAYS AVOID USING MACHINE IN WET, DAMP, OR POORLY LIGHTED WORK AREAS 
* ALWAYS BE SURE MACHINE IS ANCHORED SECURELY TO FLOOR. 
* ALWAYS KEEP MACHINE GUARDS IN PLACE. 
* ALWAYS PUT START SWITCH IN OFF POSITION BEFORE PLUGGING IN MACHINE. 


WHEN USING MACHINE: 


NEVER OPERATE WITH MACHINE GUARDS MISSING. 

ALWAYS WEAR SAFETY GLASSES WITH SIDE SHIELDS (SEE ANSI 287.1). 
NEVER WEAR LOOSE CLOTHING OR JEWELRY. 

NEVER OVER REACH. YOU MAY SLIP AND FALL INTO MACHINE. 

NEVER LEAVE MACHINE RUNNING WHILE AWAY FROM IT. 

ALWAYS SHUT MACHINE OFF WHEN NOT IN USE. 


WHEN SERVICING MACHINE: 
* ALWAYS UNPLUG MACHINE FROM ELECTRIC POWER BEFORE SERVICING. 


* ALWAYS FOLLOW INSTRUCTIONS IN OPERATORS AND PARTS MANUAL WHEN CHANGING ACCESSORY TOOLS 
OR PARTS. 


* NEVER MODIFY MACHINE WITHOUT CONSULTING WILTON CORPORATION. 
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SAFETY INFORMATION 
CLAMPS 


* MISUSE OF C-CLAMPS CAN CAUSE SERIOUS INJURY TO EYES, HANDS, AND OTHER BODY PARTS. 
* TO ENSURE SAFETY, C-CLAMPS MUST BE SELECTED, INSPECTED AND USED PROPERLY. 
* READ, UNDERSTAND AND FOLLOW ALL INSTRUCTIONS AS OUTLINED BELOW. 


BEFORE USING C-CLAMPS: 
* SELECT ENOUGH C-CLAMPS OF PROPER SIZE AND CAPACITY TO HANDLE JOB BEING DONE. 
* ALWAYS INSPECT C-CLAMPS BEFORE USING. NEVER USE A C-CLAMP WITH: 


* BENT, TWISTED, OR CRACKED FRAME 

* BADLY WORN THREADS ON SPINDLE 

* BENT OR CRACKED SPINDLE 

* SWIVEL PADS BADLY WORN OR MISSING FROM SPINDLE 
WHEN USING C-CLAMPS: 


* NEVER USE HAMMER OR PIPE EXTENSION TO TIGHTEN A C-CLAMP; ONLY HAND-TIGHTEN TO PREVENT 
SLIPPAGE. 


NEVER USE C-CLAMP AS A PERMANENT HOLDING DEVICE; ALWAYS USE C-CLAMP ONLY AS A TEMPORARY 
HOLDING TOOL. 


NEVER USE C-CLAMP TO SECURE LOADS ON MOVING VEHICLES VIBRATIONS CAN CAUSE C-CLAMP TO LOOSEN. 
NEVER USE C-CLAMP WITH CHAIN, STRAP, CABLE OR HOOK TO LIFT OR MOVE A LOAD OR WORK OBJECT. 
NEVER USE C-CLAMP TO SUPPORT ANY SCAFFOLDING. 

NEVER WELD ANY PARTS OF C-CLAMP TO OTHER METAL OBJECTS BEFORE CONSULTING WILTON CORPORATION. 


HOLE SAWS 


SPEED: 


* EACH HOLE SAW COMES COMPLETE WITH A TABLE OF RECOMMENDED SPEEDS FOR EACH SAW SIZE CUTTING 
SPECIFIC MATERIALS. 


* FOLLOW THESE SPEED GUIDELINES TO ACHIEVE MORE EFFICIENT CUTTING ACTION AND EXTENDED SAW LIFE. 


FEED PRESSURE: 
* LEVEL, EVEN PRESSURE PRODUCES THE MOST EFFICIENT SAWING ACTION. 


IT IS DIFFICULT TO RECOMMEND ACCURATE FEED PRESSURE BECAUSE OF VARIABLES IN MATERIALS, WORK 
CONFIGURATIONS AND OTHER CONDITIONS. 


EXCESSIVE PRESSURE WILL CONTRIBUTE TO PREMATURE WEAR, DULLING OF THE TEETH AND POSSIBLE 
TOOTH BREAKAGE. 


WHEN CUTTING THICK MATERIALS, THE SAW SHOULD BE REMOVED FROM THE CUT PERIODICALLY TO ALLOW 
FOR CHIP CLEARANCE. 


LUBRICANT: 
* HOLE SAWS CUT MOST MATERIALS FASTER AND MORE EFFICIENTLY WITH THE USE OF A LUBRICANT. 


BETTER RESULTS CAN BE OBTAINED ON FERROUS METALS BY USING ANY OF THE COMMERCIALLY AVAILABLE 
CUTTING OILS. 


FEEDING LIBERAL AMOUNTS INTO THE CUT IS THE MOST EFFECTIVE WAY TO OBTAIN SATISFACTORY 
RESULTS. 


CAST IRON IS CUT DRY; PARAFFIN OR BEESWAX IS FREQUENTLY USED WHEN CUTTING ALUMINUM. 


ALWAYS WEAR EYE PROTECTION: 


* IT IS ESSENTIAL THAT THE OPERATOR AND OTHERS IN THE WORKING AREA WEAR PROTECTIVE EYE 
EQUIPMENT WHEN USING POWER TOOLS. 
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WwW WILTON 


GENERAL OFFICES 


300 South Hicks Road 
Palatine, Illinois 60067 
708/934-6000 

FAX: 708/934-7813 


MANUFACTURING 
FACILITIES 


Schiller Park, Illinois 
Winchester, Tennessee 


WEST COAST WAREHOUSE 


1030 South Lawson 

City of Industry, California 91748 
818/964-6461 

FAX: 818/912-2612 


DISTRIBUTED BY 


